User Manual

Video ports

User Manual

Instructions

- **Product Installation**
  The camera can be installed on the top of the TV, PC/laptop, or placed on the table directly;

- **How to use the product**
  Connect the camera’s USB interface to a computer, terminal or other USB input device, and open the video capture software can watch image from the camera;

  The camera has voice pickup, auto framing function etc., which can be touched on the top of the button to switch mode.

Specifications

- **Image sensor** 1/2.8”HD CMOS
- **Effective Pixels** 8MP (16:9)
- **Video signal** 3840x2160, 1920x1080, 1280×720, 960×540, 800×600, 720×576, 720×480, 640×480, 640×360, 352×288, 320×240
- **Lens focal length** 2mm
- **V/H/D: 75°/110°/119°**
- **Field of view**
- **Aperture** F2.5
- **Exposure/Gain/White Balance Auto** ≥40dB (AGC OFF)
- **Video control** brightness, contrast, hue, saturation, anti-flicker
- **Signal to noise ratio** >40dB (AGC OFF)
- **Video interface** USB 3.0
- **Compression Format** MJPEG / YUY2 / H.265 / H.264
- **Audio input** Built-in high sensitivity differential MIC
- **Size and weight** 133.1*57.2*58.7mm, 110g
- **Working temperature** -10℃~55℃, 0%~90% (non-condensing)